2#14,414G,1/2"C

IRRIGATION PROVIDE FREE STANDING NEMA 3F
CONTROLLER, SEE PNL N WINDOW FOR METER READING. ENC
IRRIGATION DWGS FLUSH ON THE FLOOR AND SECUF

& SPECS BOLTS, 4 FRONT, 4 BACK, EQUALI
- BOLTS TO BE 3/8" TITEN HD ANC
B N EMBEDMENT INTO SIDEWALK CONC
| Q | LEVEL CONCRETE PAD ON TOP OF
| ( /{zﬂmm SOCKET
_
- 400 A CT ENCLOSURE PER PG&E
A 125A /2P 7
PHOTO CELL |
LOCATED ON s
NEAREST LIGHT
POLE

|
/(zmc%? LINK

|

|

|

|

. (| D——+— 2.ea 3°c Per Poat

] RS ELBOW

M%GK

NEMA 125A, 2 OR
3P CONTACTOR, W/
120 COIL, HOA |
SWITCH, CONTROLLED

BY PHOTO CELL. — |

PNL P 1/77
SEE IRRIGATION

|
DWGS & SPECS |
|
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PANEL P

TYPE: CU BUS: 200A VOLTAGE: 240/120 VOLT MOUNTING: SHORT CKT RATING
200 MLO 1 PHASE, 3 WIRES 22 kAIC MIN.
CONNECTION FEEDER LOAD SERVED kVA CB CKT PHASE| CKT CB kVA LOAD SERVED FEEDER CONNECTION
West, 1st to Service 3#4 Street Lights 2.89 307 1 A 2 sor 1.61 Street Lights 3#4 East Service to 4th
2.89 30/1 3 B 30/1 1.61
West, 1st to Service 3#8 Christmas Lights 0.48 1571 > A 6 1571 0.34 Christmas Lights 3#8 East Service to 4th
0.48 15/1 7 B 8 15/1 0.34
East, 1st to Service 3#4 Street Lights 2.89 307 J A 10 151 0.31 Christmas Lights 3#8 West, Service to 4th
2.89 30/1 11 B 12 15/1 0.31
East, 1st to Service 3#8 Christmas Lights 0.51 15/1 13 A 14 201 Spare
0.51 15/1 15 B 16 20/1 Spare
. S
West, Service to 4th 3#4 Street Lights 1.61 son L A 18 son pare
1.61 30/1 19 Bl 20 -1 Space
Space -/1 21 A 22 -1 Space
Space -/1 23 Bl 24 -1 Space
Current Lights 11.5 KVAXx 125% = 14.3 KVA
Future Lights 9.8 KVAx 125% = 12.3 KVA
Total KVA = 26.6 KVA
Total Current = 111 AMPS
PANEL N
TYPE: BUS 225A MAIN VOLTAGE: 240/120 VOLT MOUNTING: SHORT CKT RATING
CU BUS 225A CKT BKR 1 PHASE, 3 WIRES 22 kKAIC MIN.
CONNECTION FEEDER LOAD SERVED kVA CB CKT PHASE| CKT CB kVA LOAD SERVED FEEDER CONNECTION
West, 1st to Service 3#4 Hot Plate & Misc Recpts 7.00 7on 1 A 2 S0 7.00 Hot Plate & Misc Recpts 3#4 East, Service to 4th
7.00 70/1 3 B 50/1 7.00
East, 1st to Service 3#4 Hot Plate & Misc Recpts 7.00 70 > A 6 1571 018 Photo Control 214
7.00 70/1 7 B 8 50/1 Spare
. S
West, Service to 4th 3#4 Hot Plate & Misc Recpts 7.00 on &l A 10 201 pare
7.00 70/1 11 B 12 20/1 Spare
Spare 70/1 13 A 14 -1 Space
Space -/1 15 B 16 -1 Space
Space -1 17 A 18 -1 Space
Space -/1 19 Bl 20 -1 Space
Space -1 21 A 22 -1 Space
Space -/1 23 Bl 24 -1 Space
Note: Total Load* 56.2 KVA x 65% = 36.5 KVA
*Total demand based on 0.65 for hot plate recpts Total Current = 152.2

per CEC Table 220.56

?ROF ESS/ O/V,q/

LOAD SUMMARY
PNL P 111 A
PNLN 152 A
TOTAL LOAD 263 A
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