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CITY OF LAKEPORT

2016 PAVEMENT REHABILITATION PROJECT

BEVINS STREET: MARTIN ST. TO LAKEPORT BLVD.

SCHEDULE OF DRAWINGS

SHEET NUMBER SHEET DESCRIPTION

TITLE SHEET

SITE PLAN: STA 10+00 TO STA. 20+50

SITE PLAN: STA 20+50 TO STA. 30+00

SITE PLAN: STA. 30+00 TO STA. 34+91

DETAILS

1

2

3

4

5

PROJECT LOCATION MAP

NOT TO SCALE

GENERAL NOTES:

1. LANE LINE MARKINGS ARE DIMENSIONED FROM CURB FACE

TO CURB FACE.  IF NO CURB EXISTS, MEASUREMENT

EXTENDS TO EDGE OF PAVEMENT.

2. ALL DIRECTIONAL ARROWS, PAVEMENT LEGENDS, LIMIT

LINES & CROSSWALK LINES SHALL BE REPLACED PER

CALTRANS STDS. A-24A THRU A-24D, IN THERMOPLASTIC.

3. LANE LINE DETAILS SHALL BE APPLIED WITH

THERMOPLASTIC PER CALTRANS STDS. A-24A THRU A-24D.

4. INSTALL ALL STRIPING & PAINT MARKINGS AS INDICATED

ON THE PLANS & AS DIRECTED BY THE ENGINEER

WHETHER OBLITERATED BY THE WORK OR NOT.

5. AC DIKE TO BE CONSTRUCTED AS TYPE "A" PER CALTRANS

STANDARD PLAN RSP 87B, UNLESS SHOWN OTHERWISE ON

PLAN.  REUSE NATIVE MATERIAL FOR BACKFILL WHEREVER

SOIL IS RETAINED BEHIND NEW AC DIKE.

6. CONTRACTOR SHALL PROVIDE A TRAFFIC CONTROL PLAN

TO THE CITY FOR REVIEW & APPROVAL PRIOR TO

BEGINNING THE WORK.  TRAFFIC CONTROL PLAN SHALL

COMPLY W/THE MOST CURRENT EDITION OF THE M.U.T.C.D.

AS WELL AS STANDARD REQUIREMENTS FOR TRAFFIC

CONTROL FOR THE CITY OF LAKEPORT.
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WATER VALVE

MANHOLE

(THERMOPLASTIC)

(THERMOPLASTIC)

(THERMOPLASTIC)

PAVEMENT MARKER

SEWER CLEAN OUT

BORING LOCATION

EXISTING CONCRETE CURB, TO REMAIN.

EXISTING CONCRETE CURB & GUTTER, TO REMAIN.

EXISTING PAVEMENT EDGE.

TYPICAL SECTION NO. 1: REMOVE & REPLACE 6" HMA PAVEMENT.

TYPICAL SECTION NO. 2: 1" LEVELING COURSE, PAVING FABRIC &

1-3/4" HMA OVERLAY.

REMOVE & REPLACE HMA BERM.

IRREGULAR PAVEMENT EDGE: MILL & REPLACE 2" HMA PAVEMENT.

KEYCUT TYPE A (LONGITUDINAL KEYCUT).

KEYCUT TYPE B (TRANSVERSE KEYCUT).

INSTALL SHOULDER BACKING AGAINST OVERLAY.

DIGOUT & REPLACE 4" HMA UNDER PAVEMENT OVERLAY.

INSTALL TYPE 'A' AC DIKE PER CALTRANS STD. RSP A87B.

PAVE AGAINST FACE OF EXISTING HMA BERM.

4" WIDE WHITE LINES SPACED @ 5' O.C., DIAGONAL.

REPLACE LANE LINES, ARROWS & STOP LEGENDS BEYOND PAVING

LIMITS.

DIGOUT & REPLACE 6" HMA UNDER PAVEMENT OVERLAY.

CALTRANS STRIPING DETAIL "X"

CALTRANS ARROW TYPE "X"

BLUE RETROREFLECTIVE

12" WHITE LIMIT LINE

REMOVE & REPLACE/INSTALL AC DIKE

MILL & REPLACE 2" HMA

PAVE AGAINST EX. HMA BERM

KEYCUT TYPE B

KEYCUT TYPE A

REMOVE & REPLACE 6" HMA

PLACE SHOULDER BACKING

4" DIGOUT
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PAVEMENT MARKER

SEWER CLEAN OUT

BORING LOCATION

EXISTING CONCRETE CURB, TO REMAIN.

EXISTING CONCRETE CURB & GUTTER, TO REMAIN.

EXISTING PAVEMENT EDGE.

TYPICAL SECTION NO. 1: REMOVE & REPLACE 6" HMA PAVEMENT.

TYPICAL SECTION NO. 2: 1" LEVELING COURSE, PAVING FABRIC &

1-3/4" HMA OVERLAY.

REMOVE & REPLACE HMA BERM.

IRREGULAR PAVEMENT EDGE: MILL & REPLACE 2" HMA PAVEMENT.

KEYCUT TYPE A (LONGITUDINAL KEYCUT).

KEYCUT TYPE B (TRANSVERSE KEYCUT).

INSTALL SHOULDER BACKING AGAINST OVERLAY.

DIGOUT & REPLACE 4" HMA UNDER PAVEMENT OVERLAY.

INSTALL TYPE 'A' AC DIKE PER CALTRANS STD. RSP A87B.

PAVE AGAINST FACE OF EXISTING HMA BERM.

4" WIDE WHITE LINES SPACED @ 5' O.C., DIAGONAL.

REPLACE LANE LINES, ARROWS & STOP LEGENDS BEYOND PAVING

LIMITS.

DIGOUT & REPLACE 6" HMA UNDER PAVEMENT OVERLAY.

CALTRANS STRIPING DETAIL "X"

CALTRANS ARROW TYPE "X"

BLUE RETROREFLECTIVE

12" WHITE LIMIT LINE

REMOVE & REPLACE/INSTALL AC DIKE

MILL & REPLACE 2" HMA

PAVE AGAINST EX. HMA BERM

KEYCUT TYPE B

KEYCUT TYPE A

REMOVE & REPLACE 6" HMA

PLACE SHOULDER BACKING

4" DIGOUT
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SEWER CLEAN OUT

BORING LOCATION

EXISTING CONCRETE CURB, TO REMAIN.

EXISTING CONCRETE CURB & GUTTER, TO REMAIN.

EXISTING PAVEMENT EDGE.

TYPICAL SECTION NO. 1: REMOVE & REPLACE 6" HMA PAVEMENT.

TYPICAL SECTION NO. 2: 1" LEVELING COURSE, PAVING FABRIC &

1-3/4" HMA OVERLAY.

REMOVE & REPLACE HMA BERM.

IRREGULAR PAVEMENT EDGE: MILL & REPLACE 2" HMA PAVEMENT.

KEYCUT TYPE A (LONGITUDINAL KEYCUT).

KEYCUT TYPE B (TRANSVERSE KEYCUT).

INSTALL SHOULDER BACKING AGAINST OVERLAY.

DIGOUT & REPLACE 4" HMA UNDER PAVEMENT OVERLAY.

INSTALL TYPE 'A' AC DIKE PER CALTRANS STD. RSP A87B.

PAVE AGAINST FACE OF EXISTING HMA BERM.

4" WIDE WHITE LINES SPACED @ 5' O.C., DIAGONAL.

REPLACE LANE LINES, ARROWS & STOP LEGENDS BEYOND PAVING

LIMITS.

DIGOUT & REPLACE 6" HMA UNDER PAVEMENT OVERLAY.

CALTRANS STRIPING DETAIL "X"

CALTRANS ARROW TYPE "X"

BLUE RETROREFLECTIVE

12" WHITE LIMIT LINE

REMOVE & REPLACE/INSTALL AC DIKE

MILL & REPLACE 2" HMA

PAVE AGAINST EX. HMA BERM

KEYCUT TYPE B

KEYCUT TYPE A

REMOVE & REPLACE 6" HMA

PLACE SHOULDER BACKING

4" DIGOUT
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RECOMPACT

SUBGRADE

TO 95% R.C.

2" AC BASE COURSE

2" AC SURFACE COURSE

EX. PAVEMENT

SURFACE

NTS

4" DIGOUT DETAIL

SHOULDER BACKING DETAIL

NTS

SAWCUT OR COLD

PLANE PAVEMENT

& TACK COAT ALL

VERTICAL EDGES

Y

H

SCHEDULE 

DIMENSION 

YH

0"-1"

1"-2"

2"-3"

3"-4"

1'-0"

2'-0"

3'-0"

4'-0"

PAVEMENT SURFACE

SEE SPECIFICATIONS

FOR SHOULDER

BACKING MATERIAL

PLACE SHOULDER BACKING

AFTER COMPLETION OF

SURFACING

1" LEVELING

COURSE

TYPICAL SECTION NO. 2

KEYCUT A: 5'

EX. CURB

& GUTTER

PAVEMENT

FABRIC

PLACE SHOULDER

BACKING PER DETAIL

NTS

EX. PAVEMENT

SURFACE

1-3/4" HMA

OVERLAY

1-3/4"

TAPER LEVELING

COURSE THICKNESS

OVER KEYCUT WIDTH

TYPICAL SECTION NO. 1

TYPE 'A' AC DIKE

PER CALTRANS

STD. RSP A87B

NTS

EX. PAVEMENT

SURFACE

3" HMA SURFACE COURSE

4" DIGOUT UNDER

LEVELING COURSE;

LIMITS DETERMINED IN

THE FIELD BY ENGINEER

3" HMA BASE COURSE

REMOVE &

REPLACE 6" HMA

EX. CURB

& GUTTER

NTS

MILL & REPLACE 2" HMA

NOTE NO. 1:

RECOMPACT LOOSENED MATERIAL AT SURFACE. IF CONTRACTOR DISTURBS

MORE THAN 1-1/2" OF MATERIAL PAST THE MILL & REPLACE DEPTH, SUBGRADE

SHALL BE RECONDITIONED & RECOMPACTED TO 95% R.C.

SEE NOTE

NO. 1 BELOW

REMOVE AC

EXISTING PAVEMENT

OR VALLEY GUTTER

15'

KEYCUT - TYPE A

LONGITUDINAL KEYCUT

NTS

EX. CURB

& GUTTER

REMOVE AC

5'

KEYCUT - TYPE B

TRANSVERSE KEYCUT

NTS

1" LEVELING

COURSE

PAVEMENT

FABRIC

1-3/4" HMA

OVERLAY

PLACE SHOULDER

BACKING PER DETAIL

EX. PAVEMENT

SURFACE

32' TOTAL PAVEMENT WIDTH

(MEASURED FROM GUTTER LIP ACROSS STREET)

TYPICAL SECTION

NO. 2 PER DETAIL

EX. ROADWAY

EDGE (VARIES)

MILL & REPLACE

2" HMA PAVEMENT

2-1/4"

12" (TYP.)

1
2
"
 
M

I
N

.

RAISE MANHOLE LID &

FRAME TO NEW GRADE

HMA  OVERLAY

(TYP.)

CONC. COLLAR

(CONTINUOUS)

MANHOLE

FRAME (TYP.)

RAISE FRAME  TO

NEW ELEVATION

(SEE NOTES)

EX. MANHOLE

CHAMBER WALL

(TYP.)

EX. MANHOLE

COVER LID

NTS

RAISE MANHOLE COVER TO GRADE

NOTES:

1. RAISE MANHOLE COVER TO NEW ELEVATION PER PLANS.  GROUT INTERIOR CHAMBER

WALL W/GROUT TO PROVIDE SMOOTH SURFACE.

2. PRIOR TO ANY DEMOLITION AROUND EXISTING MANHOLE CONTRACTOR SHALL PLACE A

TEMPORARY FALSE BOTTOM INSIDE CHAMBER TO CAPTURE ANY DEBRIS FROM FALLING

INTO UNDERGROUND SYSTEM.  AFTER MANHOLE COVER ADJUSTMENT IS COMPLETED,

CONTRACTOR SHALL BE RESPONSIBLE FOR REMOVING ALL DEBRIS THAT HAS FALLEN

INSIDE MANHOLE & DISPOSING THE MATERIAL, THEN REMOVE THE FALSE BOTTOM.

CONC. COLLAR

(CONTINUOUS)

12" (TYP.)

CHRISTY G5 TRAFFIC

VALVE BOX W/G5C LID

NTS

CONCRETE COLLAR AROUND VALVE BOX

HMA  OVERLAY

(TYP.)

VALVE RISER

4" MIN. BELOW BOTTOM

OF VALVE BOX (TYP.)
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